
EGG GENIUS

This technical device controls and monitors the temperature of your EGG 
and sends it to your smartphone or tablet. The EGG Genius ensures a 

constant airflow enabling you to continue to cook at a constant temperature. 

You will get a notification when the EGG temperature is too high or low and 
also when your cook is finished, ready for sitting down to eat. You can even 

inspect the statistics of your previous EGG sessions. 

 Quickly and easily reach your desired cooking temperature as the blower 
increases to fan the lighted charcoal.

 The variable speed blower automatically adjusts the blower  
speed to optimize the set temperature.

 Automatically lowers the temperature to keep your food warm  
after the cook is complete.

  Detects the sudden temperature drop from opening the dome and turns  
the fan off temporarily to avoid over-stoking the fire.

One Year Limited Warranty.

2XL XL L M MX

Item code
EU version  121059 

SOME FACTS:
•  Including industrial-duty  

meat probe and pit probe
•  For accurate readings to 

500°F/260°C.
•  Expand your EGG Genius with 

extra options so you can use up 
to 3 meat probes at once

•  Additional meat probes with 
Y-cable can be purchased 
separately

• Wi-Fi Enabled
• App in English language only
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EXTRA MEAT PROBES

Monitoring different meat dishes at the same 
time in your EGG with the expanding options 

on the EGG Genius.  

The EGG Genius includes industrial-duty meat 
probe and pit probe for accurate readings to 

500°F/260°C.Use up to 3 meat probes at once 
– additional meat probes with Y-cable can be 

purchased separately.

How to use the EGG Genius  
With 2 Meat Probes:  
Plug an Y-Cable into the Pit Jack on the 
EGG Genius and plug a Pit Probe into 
the black lead labelled. PIT/M1. Plug 
one Meat Probe into the red lead 
labelled M2/M3, plug a second  
Meat Probe into the Meat Jack.

Extra needed
1x Y-Cable
1x Additional meat probe

With 3 Meat Probes: 
Plug an Y-Cable into the Pit Jack on  
the EGG Genius and plug a Pit Probe 
into the black lead labelled PIT/M1.
Plug one Meat Probe into the red  
lead labelled M2/M3, plug the second 
Y-Cable into the Meat Jack; Plug the 
second Meat Probe into the black lead 
labelled PIT/M1 and the third meat 
probe in the red lead labelled M2/M3.

Extra needed:
2x Y-Cable
2x additional meat probe

Additional Meat Probes
Item code: 121363

Additional Y-Cable – use up 
to 3 meat probes at once!

Item code: 121387

Spare part Pit Probes
Item code: 121370


